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Abstract

The paper deals with the realization theory of linear and bilinear hybrid systems, i.e.
hybrid systems with continuous dynamics determined by linear ( respectively bilinear )
control systems. We will formulate necessary and sufficient conditions for the existence
of a linear (bilinear ) hybrid system realizing the specified input/output maps. We
will also present a characterization of a minimal linear (bilinear) hybrid realization and
a procedure to convert a linear (bilinear) hybrid system to a minimal one. Partial
realization of linear (bilinear) hybrid systems will be discussed too.

1 Introduction

Realization theory is one of central topics of systems theory. Apart from its theoretical
relevance, realization theory has the potential of being applied for developing control and
identification methods, as development of linear systems theory has demonstrated.

The current paper develops realization theory for two special classes of hybrid systems
called linear hybrid systems and bilinear hybrid systems. A linear (bilinear) hybrid system
is a hybrid system such that the continuous dynamics at each location is determined by a
continuous time linear (bilinear) control system and the system switches from one discrete
location to another whenever an external discrete input event takes place. The automaton
specifying the discrete-state transition is assumed to be deterministic. Discrete events act
as discrete inputs, one can specify arbitrary sequence of them arriving at any time instant.
There are no guards and the reset maps are assumed to be linear. The inputs of a linear
(bilinear) hybrid system are of two types. Piecewise-continuous inputs are fed to the linear
(bilinear) system belonging to the current discrete location. Timed sequences of discrete
events determine the relative arrival times and relative order of external events which trigger
transition of discrete states. The outputs of the linear (bilinear) hybrid system consist of the
continuous outputs of the underlying linear systems and the discrete outputs of the discrete
states. The class of linear hybrid systems studied here is completely different from linear
hybrid systems (linear hybrid automaton ) from [6]. The class of hybrid systems studied in
this paper bears a certain resemblance to linear switched systems [15], except that in [15]
the external discrete events are viewed as disturbances not as inputs and the finite state
automaton is non-deterministic.

The paper presents a solution to the following problems.

1. Reduction to a minimal realization Consider a linear ( bilinear ) hybrid system H, and
a subset of its input-output maps Φ. Find a minimal linear ( bilinear ) hybrid system
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which realizes Φ.

2. Existence of a realization Find necessary and sufficient condition for existence of a
linear (bilinear) hybrid system realizing a specified set of input-output maps.

3. Partial realization Find a procedure for constructing a linear (bilinear) hybrid system
realization of a set of input-output maps from finite data.

The following results are presented in the paper.

• A linear (bilinear) hybrid system is a minimal realization of a set of input-output maps
if and only if it is observable and semi-reachable. Minimal linear (bilinear) hybrid
systems which realize a given set of input-output maps are unique up to isomorphism.
Each linear (bilinear) hybrid system H realizing a set of input-output maps Φ can be
transformed to a minimal realization of Φ.

• A set of input/output maps is realizable by a linear hybrid system if and only if it
has a hybrid kernel representation, the rank of its Hankel-matrix is finite, the discrete
parts of the input/output maps are realizable by a finite Moore-automaton and certain
other finiteness conditions hold. A set of input/output maps is realizable by a bilinear
hybrid system if and only if it has a hybrid Fliess-series expansion, the rank of its
Hankel-matrix is finite and the discrete parts of the input/output maps are realizable
by a finite Moore-automaton. There is a procedure to construct the linear (bilinear)
hybrid system realization from the columns of the Hankel-matrix, and this procedure
yields a minimal realization.

• There exists a procedure which constructs a linear (bilinear) hybrid system realization
from finite data. Under certain conditions, similar to those for linear and bilinear
systems, this realization is a minimal realization of the specified input-output maps.

Earlier works on realization theory dealt with realization theory of linear switched systems (
hybrid systems of the type described in [11] ) , see [12, 13]. There is a strong link between the
notion of minimal realization and the notion of biggest bisimulation. In fact, for deterministic
systems the biggest bisimulation coincides with the indistinguishability relation. For more
on bisimulation for hybrid systems see [15, 17, 10]. The main tool used in the paper is the
theory of formal power series. The connection between realization theory and formal power
series has been explored in several paper, see [8, 16, 7]. The theory of partial realization is
analogous to that of for linear and bilinear systems, see [5, 9].

The outline of the paper is the following. The first section, Section 2, sets up some no-
tation which will be used throughout the paper. Section 4 contains the necessary results on
formal power series. Section 3 presents realization theory of finite Moore-automata. Section
5 describes the notion of linear hybrid systems. Section 5.1 presents certain properties of the
input-output maps generated by linear hybrid systems. Finally, Subsection 5.2 develops re-
alization theory for linear hybrid systems. Subsection 5.3 presents partial realization theory
for linear hybrid systems and algorithms for checking observability and reachability as well as
computing minimal realization. Section 6 introduces the notion of bilinear hybrid systems.
Subsection 6.1 presents certain properties of the input-output maps generated by bilinear
hybrid systems. Subsection 6.2 develops realization theory for bilinear hybrid systems. The
last section, Subsection 6.3, discusses the relationship between bilinear hybrid systems and
linear hybrid systems. It turns out that the class of input-output maps generated by linear
hybrid systems is contained in the class of input-output maps generated by bilinear hybrid
systems.
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2 Preliminaries

For an interval A ⊆ R and for a suitable set X denote by PC(A,X) the set of piecewise-
continuous maps from A to X, i.e., maps which have at most finitely many points of dis-
continuity on any bounded interval and at any point of discontinuity the left-hand and the
right-hand side limits exist and are finite. For a set Σ denote by Σ∗ the set of finite strings
of elements of Σ. For w = a1a2 · · · ak ∈ Σ∗, a1, a2, . . . , ak ∈ Σ the length of w is denoted
by |w|, i.e. |w| = k. The empty sequence is denoted by ε. The length of ε is zero: |ε| = 0.
Let Σ+ = Σ∗ \ {ε}. The concatenation of two strings v = v1 · · · vk, w = w1 · · ·wm ∈ Σ∗ is
the string vw = v1 · · · vkw1 · · ·wm. We denote by wk the string w · · ·w︸ ︷︷ ︸

k−times

. The word w0 is

just the empty word ε. Denote by T the set [0,+∞) ⊆ R. Denote by N the set of natural
numbers including 0. Denote by F (A,B) the set of all functions from the set A to the set
B. For any two sets A,B, define the functions ΠA : A × B → A and ΠB : A × B → B by
ΠA(a, b) = a and ΠB(a, b) = b. By abuse of notation we will denote any constant function
f : T → A by its value. That is, if f(t) = a ∈ A for all t ∈ T , then f will be denoted by
a. For any function f the range of f will be denoted by Imf . If A,B are two sets, then the
set (A × B)∗ will be identified with the set {(u,w) ∈ A∗ × B∗ | |u| = |w|}. For any set A
we will denote by card(A) the cardinality of A. For any two sets J,X an indexed subset of
X with the index set J is simply a map Z : J → X, denoted by Z = {aj ∈ X | j ∈ J},
where aj = Z(j), j ∈ J . Let f : A × (B × C)+ → D. Then for each a ∈ A, w ∈ B+

we define the function f(a,w, .) : C |w| → D by f(a,w, .)(v) = f(a, (w, v)), v ∈ C |w|. By
abuse of notation we denote f(a,w, .)(v) by f(a,w, v). Denote by Nk the set of k tuples
of non-negative integers. If α = (α1, . . . , αk) ∈ Nk and β = (β1, . . . , βm) ∈ Nm, then
(α, β) = (α1, . . . , αk, β1, . . . , βm) ∈ Nk+m. Let φ : Rk → Rp, and α = (α1, α2, . . . , αk) ∈ Nk.
We define Dαφ by

Dαφ =
dα1

dtα1
1

dα2

dtα2
2

· · · d
αk

dtαk

k

φ(t1, t2, . . . , tk)|t1=t2=···=tk=0.

For each f : T → A, A an arbitrary set, and for each τ ∈ T denote by Shiftτ (f) the map

Shiftτ (f) : T 3 t 7→ f(τ + t)

3 Finite Moore-automaton

A finite Moore-automaton is a tupleA = (Q,Γ, O, δ, λ) where Q,Γ are finite sets, δ : Q×Γ →
Q, λ : Q → O. The set Q is called the state-space, O is called the output space and Γ is
called the input space. The function δ is the state-transition map, λ is the readout map.
Denote by card(A) the cardinality of the state-space Q of A, i.e. card(A) = card(Q).

Define the functions δ̃ : Q× Γ∗ → Q and λ̃ : Q× Γ∗ → O as follows. Let δ̃(q, ε) = q and

δ̃(q, wγ) = δ(δ̃(q, w), γ), w ∈ Γ∗, γ ∈ Γ

Let λ̃(q, w) = λ(δ̃(q, w)), w ∈ Γ∗. By abuse of notation we will denote δ̃ and λ̃ simply by δ
and λ respectively.

Let D = {φj ∈ F (Γ∗, O) | j ∈ J} be an indexed set of functions. A pair (A, ζ) is said to
be an automaton realization of D if A = (Q,Γ, O, δ, λ), ζ : J → Q and

λ(ζ(j), w) = φj(w), ∀w ∈ Γ∗, j ∈ J
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An automaton A is said to be a realization of D if there exists a ζ : J → Q such that (A, ζ)
is a realization of D.

Let (A, ζ) and (A′
, ζ
′
) be two automaton realizations. Assume that A = (Q,Γ, O, δ, λ)

and A′
= (Q

′
,Γ, O, δ

′
, λ

′
). A map φ : Q→ Q

′
is said to be an automaton morphism from

(A, ζ) to (A′
, ζ
′
), denoted by φ : (A, ζ) → (A′

, ζ
′
) if φ(δ(q, γ)) = δ

′
(φ(q), γ),∀q ∈ Q, γ ∈ Γ

, λ(q) = λ
′
(φ(q)), ∀q ∈ Q, φ(ζ(j)) = ζ

′
(j), j ∈ J . An automaton realization (A, ζ) of

D is called minimal if for each automaton realization (A′
, ζ
′
) of D card(A) ≤ card(A′

).
Let φ : Γ∗ → O. For every w ∈ Γ∗ define w ◦ φ : Γ∗ → O–the left shift of φ by w as
w ◦ φ(v) = φ(wv). For D = {φj ∈ F (Γ∗, O) | j ∈ J} define the set WD ⊆ F (Γ∗, O) by

WD = {w ◦ φj : Γ∗ → O | w ∈ Γ∗, j ∈ J}
An automaton A = (Q,Γ, O, δ, λ) is called reachable from Q0 ⊆ Q, if

∀q ∈ Q : ∃w ∈ Γ∗, q0 ∈ Q0 : q = δ(q0, w)

A realization (A, ζ) is called reachable if A is reachable from Imζ. A realization (A, ζ) is
called observable or reduced, if

∀q1, q2 ∈ Q : [∀w ∈ Γ∗ : λ(q1, w) = λ(q2, w)] =⇒ q1 = q2

The following result is a simple reformulation of the well-known properties of realizations
by automaton. For references see [4].

Theorem 1. Let D = {φj ∈ F (Γ∗, O) | j ∈ J}. D has a realization by a finite Moore-
automaton if and only if WD is finite. In this case a realization of D is given by (Acan, ζcan)
where A = (WD,Γ, O, L, T ), ζcan(j) = φj and

L(φ, γ) = γ ◦ φ, T (φ) = φ(ε), φ ∈WD, γ ∈ Γ

The realization (Acan, ζcan) is reachable and observable.

Theorem 2. Let (A, ζ) be a finite Moore-automaton realization of D = {φj ∈ F (Γ∗, O) |
j ∈ J}. The following are equivalent:

• (A, ζ) is minimal,

• (A, ζ) is reachable and observable,

• card(A) = card(WD),

• For each reachable realization (A′
, ζ
′
) of D there exists a surjective automaton mor-

phism T : (A′
, ζ
′
) → (A, ζ). In particular, all minimal realizations of D are isomorphic

The realization (Acan, ζcan) is minimal.
For each map φ : Γ∗ → O and for each N ∈ N define

φN = φ|{w∈Γ∗||w|≤N}

Let D = {φj ∈ F (Γ∗, O) | j ∈ J}. Let A = (Q,Γ, O, δ, λ), ζ : J → Q. The pair (A, ζ) is said
to be N -partial realization of D if

∀w ∈ Γ∗, |w| ≤ N : λ(ζ(j), w) = φj(w)

For each N,M > 0 define

WD,N,M = {(w ◦ φj)M | j ∈ J,w ∈ Γ∗, |w| ≤ N}
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Theorem 3 (Partial realization by automaton). With the notation above the following
holds.

• If (A, ζ) is a realization of Φ and card(A) ≤ N , then

card(WD,N,N ) = card(WD)

• If card(WD,N,N+1) = card(WD,N+1,N ) = card(WD,N,N ), then (AN , ζN ) is an N-
partial realization of D, where

AN = (WD,N,N ,Γ, O, δ, λ)

where for each w ∈ Γ∗, |w| ≤ N, j ∈ J δ((w ◦ φj)N , x) = (wx ◦ φj)N , ∀f ∈ WD,N,N :
λ(f) = f(ε), ∀j ∈ J, ζ(j) = φj |N ,

• If D has a realization (A, ζ) such that N ≥ card(A), then (AN , ζN ) is a minimal
realization of D.

4 Formal Power Series

The section presents the necessary results on formal power series. For more on the classical
theory of rational formal power series, see [1, 16]. The results of the current section are
extensions of the classical ones. Most of material of the current section can be found in
[13, 14].

Let X be a finite alphabet. A formal power series S with coefficients in Rp is a map

S : X∗ → Rp

We denote by Rp ¿ X∗ À the set of all formal power series with coefficients in Rp. An
indexed set of formal power series Ψ = {Sj ∈ Rp ¿ X∗ À| j ∈ J} is called rational if there
exists a vector space X over R, dimX < +∞, linear maps

C : X → Rp, Aσ : X → X , σ ∈ X
and an indexed set B = {Bj ∈ X | j ∈ J} of elements of X such that for all σ1, . . . , σk ∈
X, k ≥ 0,

Sj(σ1σ2 · · ·σk) = CAσk
Aσk−1 · · ·Aσ1Bj .

The 4-tuple R = (X , {Ax}x∈X , B,C) is called a representation of S. The number dimX is
called the dimension of the representation R and it is denoted by dimR. In the sequel the
following short-hand notation will be used Aw := Awk

Awk−1 · · ·Aw1 for w = w1 · · ·wk. Aε

is the identity map. A representation Rmin of Ψ is called minimal if for each representation
R of Ψ it holds that dimRmin ≤ dimR. It is easy to see that if Ψ rational and Ψ

′ ⊆ Ψ,
then Ψ

′
is rational.

Define w ◦ S ∈ Rp ¿ X∗ À – the left shift of S by w by

∀v ∈ X∗ : w ◦ S(v) = S(wv)

The following statements are generalizations of the results on rational power series from [1].
Let Ψ = {Sj ∈ Rp ¿ X∗ À| j ∈ J}. DefineWΨ by

WΨ = Span{w ◦ Sj ∈ Rp ¿ X∗ À| j ∈ J,w ∈ X∗}
Define the Hankel-matrix HΨ of Ψ as HΨ ∈ R(X∗×I)×(X∗×J), I = {1, 2, . . . , p} and

(HΨ)(u,i)(v,j) = (Sj)i(vu)

Notice that dimWΨ = rank HΨ.
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Theorem 4. Let Ψ = {Sj ∈ Rp ¿ X∗ À| j ∈ J}. The following are equivalent.

(i) Ψ is rational.

(ii) dimWΨ = rank HΨ < +∞,

(iii) The tuple RΨ = (WΨ, {Aσ}σ∈X , B,C), where Aσ : WΨ → WΨ , Aσ(T ) = σ ◦ T ,
B = {Bj ∈WΨ | j ∈ J}, Bj = Sj for each j ∈ J , C : WΨ → Rp, C(T ) = T (ε), defines
a representation of Ψ.

The representation RΨ is called free. Since the linear space spanned by the column
vectors of HΨ and the space WΨ are isomorphic, one can construct a representation of Ψ
over the space of column vectors of HΨ in a way similar to the construction of RΨ.

Let R = (X , {Aσ}σ∈X , B, C) be a representation of Ψ. Define the subspaces WR and
OR of X by

WR = Span{AwBj | w ∈ X∗, j ∈ J} and OR =
⋂

w∈X∗
kerCAw

A representation R is called observable, if OR = {0}. A representation R is called reachable,
if dimR = dimWR.

It is easy to see that if n = dimX , then

OR =
⋂

w∈X∗,|w|≤n

kerCAw and WR = Span{AwBj | j ∈ J, |w| ≤ n}

That is, if J is a finite set, then observability and reachability of representations can be
checked by checking whether certain finite matrices are of full rank. Moreover, if R is a
representation of Ψ, then R can be transformed to a reachable representation of Ψ:

Rr = (WR, {Aσ|WR
}σ∈X , B, C|WR

)

It can also be transformed to an observable representation of Ψ:

Ro = (X/OR, {Aobs
x }x∈X , B

obs, Cobs)

where Cobs(x+ OR) = Cx, Bobs
j = Bj + OR, Aσ(x+ OR) = Aσx+ OR. The constructions

above are computable from R if J is finite.
Let R = (X , {Ax}x∈X , B, C) and R̃ = (X̃ , {Ãx}x∈X , B̃, C̃) be two representations of Ψ.

Then a linear map T : X̃ → X is called a representation morphism from R̃ to R, denoted
by T : R̃→ R, if

TÃx = AxT, (x ∈ X) TB̃j = Bj , (j ∈ J), C̃ = CT

The representation morphism T is said to be injective (surjective), if it is an injective (
surjective ) linear map. A representation isomorphism is simply a bijective representation
morphism. Two representations are said to be isomorphic, if there exists a representation
isomorphism between them.

Let R = (X , {Ax}x∈X , B, C) be a representation and let W ⊆ X be a linear subspace of
X . R is said to be W -observable, if W ∩OR = {0}. It is clear that if R is observable, then
R is W -observable for any subspace W . It is also easy to see that if R is W -observable and
T : R→ R

′
is a representation morphism then T |W is an injective linear map.
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Theorem 5 (Minimal representation). Let Ψ = {Sj ∈ Rp ¿ X∗ À| j ∈ J}. The
following are equivalent.

(i) Rmin is a minimal representation of Ψ,

(ii) Rmin is reachable and observable,

(iii) rank HΨ = dimWΨ = dimRmin,

(iv) If R is a reachable representation of Ψ, then there exists a surjective representation
morphism T : R→ Rmin.

In particular, if R is a minimal representation, then T is a representation isomorphism.

Using the theorem above it is easy to check that the free representation RΨ is minimal.
One can also give a procedure, similar to reachability and observability reduction for linear
systems, such that the procedure transforms any representation of Ψ to a minimal represen-
tation of Ψ. If R = (X , {Aσ}σ∈Σ, B,C) is a representation of Ψ, then for any vector space
isomorphism T : X → Rn, n = dimR, the tuple R

′
= (Rn, {TAσT

−1}σ∈Σ, TB,CT
−1) is

also a representation of Ψ. It is easy to see that R is minimal if and only if R
′

is minimal.
From now on, we will silently assume that X = Rn holds for any representation considered.

For each formal power series S ∈ Rp ¿ X∗ À and for each N ∈ N define SN =
S{w∈X∗,|w|≤N}. Let Ψ = {Sj ∈ Rp ¿ X∗ À| j ∈ J} and let R = (X , {Ax}x∈X , C,B),
B = {Bj ∈ X | j ∈ J} be a representation. The representation R is said to be an N -partial
representation of Ψ if

∀j ∈ J,∀w ∈ X∗, |w| ≤ N : Sj(w) = CAwBj

Define the sets IM = {(v, i) | v ∈ X∗, |v| ≤ M, i = 1, . . . , p}, JN = {(u, j) | j ∈ J, u ∈
X∗, |u| ≤ N}. Define HΨ,N,M ∈ RIM×JN by

(HΨ,N,M )(v,i),(u,j) = ((Sj(uv))i)

Notice that HΨ,N,M is a finite matrix, if J is finite. Define

WΨ,N,M = Span{(w ◦ Sj)|M | w ∈ X∗, |w| ≤ N, j ∈ J}

Notice that rank HΨ,N,M = dimWΨ,N,M .

Theorem 6 (Partial representation). (i) If R is a representation of Ψ, dimR ≤ N ,
then rank HΨ = rank HΨ,N,N

(ii) If rank HΨ,N,N = rank HΨ,N,N+1 = rank HΨ,N+1,N , then there exists an N -representation
RN of Ψ, such that

RN = (WΨ,N,N , {Ax}x∈X , C,B)

and it holds that Ax((w ◦ Sj)N ) = (wx ◦ Sj)N , C(T ) = T (ε), Bj = (Sj)N for each
j ∈ J and x ∈ X,w ∈ X∗, |w| ≤ N .

(iii) If Ψ has a representation R such that N ≥ dimR, then RN is a minimal representation
of Ψ.

The theorem above implies that if J is finite and we know that Ψ has a representation
of dimension at most N , then a minimal representation of Ψ can be computed from finite
data.
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5 Linear Hybrid Systems

This section contains the definition and elementary properties of linear hybrid system. The
notation and notions described in this section are largely based on [12].

Definition 1 (Linear hybrid systems). A linear hybrid system (abbreviated as HLS ) is a
tuple H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2

| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)}) where
A = (Q,Γ, O, δ, λ) is a finite Moore-automaton, Xq = Rnq , U = Rm, Y = Rp for some
nq, p,m > 0, q ∈ Q and Aq : Xq → Xq, Bq : U → Xq, Cq : Xq → Y and Mq1,γ,q2 : Xq2 → Xq1

are linear maps.

Let H =
⋃

q∈Q{q} × Xq. Let X =
⊕

q∈Q Xq, AH = A. The inputs of the linear hybrid
system H are functions from PC(T,U) and sequences from (Γ× T )∗.

The interpretation of a sequence (γ1, t1) · · · (γk, tk) ∈ (Γ × T )∗ is the following. The
event γi took place after the event γi−1 and ti−1 is the elapsed time between the arrival of
γi−1 and the arrival of γi. That is, ti is the difference of the arrival times of γi and γi−1.
Consequently, ti ≥ 0 but we allow ti = 0, that is, we allow γi to arrive instantly after γi−1.
If i = 1, then t1 is simply the time when the event γ1 arrived.

The state trajectory of the system H is a map

ξH : H× PC(T,U)× (Γ× T )∗ × T → H
of the following form. For each u ∈ PC(T,U), w = (γ1, t1) · · · (γk, tk) ∈ (Γ× T )∗, tk+1 ∈ T ,
h0 = (q0, x0) ∈ H it holds that

ξH(h0, u, w, tk+1) = (δ(q0, γ1 · · · γk), xH(h0, u, w, tk+1))

where the map x : T 3 t 7→ xH(h0, u, w, t) is the solution of the differential equation

d

dt
x(t) = Aqk

x(t) +Bqk
u(t+

k∑
1

tj)

where qi = δ(q0, γ1 · · · γi), i = 1, . . . , k and

x(0) = xH(h0, u, w, 0) = Mqk,γk,qk−1xH(x0, u, (γ1, t1) . . . (γk−1, tk−1), tk)

if k > 0 and x(0) = x0 if k = 0. In fact,

xH(h0, u, w, tk+1) = exp(Aqk
tk+1)Mqk,γk,qk−1 exp(Aqk−1tk) · · ·

· · ·Mq1,γ1,q0 exp(Aq0t1)x0 +

+
k∑

i=0

exp(Aqk
tk+1)Mqk,γk,qk−1 exp(Aqk−1tk) · · ·Mqi+1,γi,qi ×

×
∫ ti+1

0

exp(Aqi(ti+1 − s))Bqiui(s)ds

where qi+1 = δ(qi, γi+1), ui(s) = u(
∑i

j=1 tj + s), 0 ≤ i ≤ k Define the set

Reach(Σ,H0) = {xH(h0, u, w, t) ∈ X | u ∈ PC(T,U), w ∈ (Γ× T )∗, t ∈ T, h0 ∈ H0}
H is semi-reachable from H0 if X is the vector space of the smallest dimension containing
Reach(H,H0) and the automaton AH is reachable from ΠQ(H0). Define the function υH :
H× PC(T,U)× (Γ× T )∗ × T → Y ×O by

υH((q0, x0), u, (w, τ), t) = (λ(q0, w), CqxH((q0, x0), u, (w, τ), t))
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where q = δ(q0, w). For each h ∈ H the input-output map of the system H induced by h is
the function

υH(h, .) : PC(T,U)× (Γ× T )∗ × T 3 (u, (w, τ), t) 7→ υH(h, u, (w, τ), t) ∈ Y ×O

Two states h1 6= h2 ∈ H of the linear hybrid system H are indistinguishable if υH(h1, .) =
υH(h2, .). H is called observable if it has no pair of indistinguishable states. A set Φ ⊆
F (PC(T,U) × (Γ × T )∗ × T,Y × O) is said to be realized by a linear hybrid system H if
there exists µ : Φ → H such that

∀f ∈ Φ : υH(µ(f), ., .) = f

Both H and (H,µ) are called a realization of Φ. Thus, H realizes Φ if and only if for each
f ∈ Φ there exists a state h ∈ H such that υH(h, .) = f . We say that a realization (H,µ) is
observable if H is observable and we say that (H,µ) is semi-reachable if H is semi-reachable
from Imµ.

For a linear hybrid system H from Definition 3 the dimension of H is defined as

dimH = (card(Q),
∑

q∈Q

dimXq) ∈ N× N

The first component of dimH is the cardinality of the discrete state-space, the second
component is the sum of dimensions of the continuous state-spaces. For each (m,n), (p, q) ∈
N×N define the partial order relation (m,n) ≤ (p, q), if m ≤ p and n ≤ q. A realization H
of Φ is called a minimal realization of Φ, if for any realization H

′
of Φ:

dimH ≤ dimH
′

The reason for defining the dimension of a linear hybrid system as above is that there is a
trade-off between the number of discrete states and dimensionality of each continuous state-
space component. That is, one can have two realizations of the same input/output maps,
such that one of the realizations has more discrete states than the other, but its continuous
state components are of smaller dimension than those of the other system.

Let (H,µ) and (H
′
, µ

′
) be two realizations

H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)})

H
′

= (A′
,U ,Y, (X ′

q , A
′
q, B

′
q, C

′
q)q∈Q′ , {M

′
q1,γ,q2

| q1, q2 ∈ Q
′
, γ ∈ Γ, q1 = δ(q2, γ)})

where A = (Q,Γ, O, δ, λ) and A′
= (Q

′
,Γ, O, δ

′
, λ

′
). A pair T = (TD, TC) is called an

O-morphism from (H,µ) to (H
′
, µ

′
), denoted by T : (H,µ) → (H

′
, µ

′
), if the the following

holds. TD : (A, µD) → (A′
, µ

′
D), where µD(f) = ΠQ(µD(f)), µ

′
D(f) = ΠQ(µ

′
D(f)), is an

automaton morphism and TC :
⊕

q∈Q Xq →
⊕

q∈Q′ X
′
q is a linear morphism, such that

• ∀q ∈ Q : TC(Xq) ⊆ X ′
TD(q),

• TCAq = A
′
TD(q)TC TCBq = B

′
TD(q) Cq = C

′
TD(q)TC for each q ∈ Q,

• TCMq1,γ,q2 = M
′
TD(q1),γ,TD(q2)

TC , ∀q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) = q1,

• TC(ΠXq (µ(f))) = ΠX ′
TD(q)

(µ
′
(f)) for each q = µD(f), f ∈ Φ.

The O-morphism T is said to be injective, surjective or bijective if both TD and TC are respec-
tively injective, surjective and bijective. Bijective O-morphisms are called O-isomorphisms.
Two linear hybrid system realizations are isomorphic if there exists an O-isomorphisms
between them.
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5.1 Input-output maps of linear hybrid systems

This section deals with properties of input-output maps of linear hybrid systems. Let f ∈
F (PC(T,U) × (Γ × T )∗ × T,Y × O) be an input-output map. Define fC = ΠY ◦ f :
PC(T,U)× (Γ× T )∗ × T → Y and fD = ΠO ◦ f : PC(T,U)× (Γ× T )∗ × T → O.

Definition 2 (hybrid kernel representation). A set Φ ⊆ F (PC(T,U) × (Γ × T )∗ ×
T,Y×O) is said to have hybrid kernel representation if there exist functions Kf,Φ

w : Rk+1 →
Rp and Gf,Φ

w,j : Rj → Rp×m for each f ∈ Φ, w ∈ Γ∗, |w| = k, j = 1, 2, . . . , k + 1, such that

1. ∀w ∈ Γ∗,∀f ∈ Φ, j = 1, 2, . . . , |w|+ 1: Kf,Φ
w is analytic and GΦ,f

w,j is analytic

2. For each f ∈ Φ, the function fD depends only on Γ∗, i.e.

∀u1, u2 ∈ PC(T,U), w ∈ Γ∗, τ1, τ2 ∈ T |w|, t1, t2 ∈ T :
fD(u1, (w, τ1), t1) = fD(u2, (w, τ2), t2)

The function fD will be regarded as a function fD : Γ∗ → O.

3. For each f ∈ Φ, w = γ1γ2 · · · γk ∈ Γ∗, tk+1 ∈ T , γ1, . . . , γk ∈ Γ, t = (t1, . . . , tk) ∈ T k:

fC(u, (w, t), tk+1)) = Kf,Φ
w (t1, . . . , tk, tk+1)+

+
k∑

i=0

∫ ti+1

0

Gf,Φ
w,k+1−i(ti+1 − s, ti+2, . . . , tk+1)σiu(s)ds

where σju(s) = u(s+
∑j

i=1 ti).

Using the notation above, define for each f ∈ Φ the function yf,Φ
0 : PC(T,U) × (Γ ×

T )∗ × T → Y by

yf,Φ
0 (u, (w, t), tk+1) =

k∑

i=0

∫ ti+1

0

Gf,Φ
w,k+1−i(ti+1 − s, ti+2, . . . , tk+1)σiu(s)ds

where t = (t1, . . . , tk). It follows that yf,Φ
0 (u, (w, τ), t) = fC(u, (w, τ), t) − fC(0, (w, τ), t).

If (H,µ) is a realization of Φ, then for each f ∈ Φ, yf,Φ
0 = ΠY ◦ υH((ΠQ(µ(f)), 0), .).

If the set Φ has a hybrid kernel representation, then the collection of analytic functions
{Kf,Φ

w , Gf,Φ
w,j | w ∈ Γ∗, j = 1, 2, . . . , |w| + 1, f ∈ Φ} determines {fC | f ∈ Φ}. Since Kf,Φ

w is
analytic, we get that the collection {DαKf,Φ

w , DβGf,Φ
w,j | α ∈ N|w|, β ∈ Nj} determines Kf,Φ

w

and Gf,Φ
w,j locally.

For each f ∈ Φ, u ∈ PC(T,U), w ∈ Γ∗ define the maps

fC(u,w, .) : T |w|+1 3 (t1, . . . , t|w|+1) 7→ fC(u, (w, t1 · · · t|w|), t|w|+1)

and
yf,Φ
0 (u,w, .) : T |w|+1 3 (t1, . . . , t|w|+1) 7→ yf,Φ

0 (u, (w, t1 · · · t|w|), t|w|+1)

By applying the formula d
dt

∫ t

0
f(t, τ)dτ = f(t, t) +

∫ t

0
d
dtf(t, τ)dτ and Definition 2 one

gets
DαKf,Φ

w = DαfC(0, w, .) , DξGf,Φ
w,l ez = Dβyf,Φ

0 (ez, w, .)

where w = γ1 · · · γk, l ≤ k + 1, Nk+1 3 β = ( 0, 0, . . . , 0︸ ︷︷ ︸
k−l+1−times

, ξ1 + 1, ξ2, . . . , ξl), and ez is the

zth unit vector of Rm, i.e eT
z ej = δzj . The formula above implies that all the high-order
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derivatives of the functions Kf,Φ
w , Gf,Φ

w,j (f ∈ Φ, w ∈ Γ∗, j = 1, 2, . . . |w| + 1) at zero can be
computed from high-order derivatives with respect to the relative arrival times of discrete
events of the functions from Φ. With the notation above, using the principle of analytic
continuation , from the discussion above one gets the following

Proposition 1. Let Φ ⊆ F (PC(T,U) × (Γ × T )∗ × T,Y × O). The pair (H,µ), where
H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2

| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)}), A =
(Q,Γ, O, δ, λ) is a realization of Φ if and only if Φ has a hybrid kernel representation and
for each w ∈ Γ∗, f ∈ Φ, j = 1, 2, . . . ,m and α ∈ N|w|+1 the following holds

Dαyf,Φ
0 (ej , w, .) = DβGf,Φ

w,k+2−lej =
Cqk

A
αk+1
qk Mqk,γk,qk−1 · · ·Mql,γl,ql−1A

αl−1
ql−1

Bql−1ej

DαfC(0, w, .) = DαKf,Φ
w = Cqk

A
αk+1
qk Mqk,γk,qk−1 · · ·Mq1,γ1,q0A

αl
q0
x0

fD(w) = λ(q0, w)

where l = min{h | αh > 0}, ez is the zth unit vector of U , β = (αl − 1, . . . , α|w|+1) and
w = γ1 · · · γk, γ1, . . . , γk ∈ Γ, qj = δ(q0, γ1 · · · γj) and µ(f) = (q0, x0).

5.2 Realization of input-output maps by linear hybrid systems

In this section the solution to the realization problem will be presented. That is, given a set
of input-output maps we will formulate necessary and sufficient conditions for the existence
of a linear hybrid system realizing that set. In addition, characterization of minimal systems
realizing the specified set of input-output maps will be given.

The following two theorems characterize observability and semi-reachability of linear
hybrid systems. Observability of related classes of hybrid systems was investigated in [18,
2, 3]. Let

H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)})

be a linear hybrid system. The following theorems hold.

Theorem 7. H is observable if and only if
(i) For each s1, s2 ∈ Q, s1 = s2 if and only if for all γ1, . . . γk ∈ Γ, j1, . . . , jk+1 ≥ 0, 0 ≤

l ≤ k, k ≥ 0 :
λ(s1, γ1 · · · γk) = λ(s2, γ1 · · · γk) and
Cqk

Ajk+1
qk

Mqk,γk,qk−1 · · ·Mql+1,γl+1,ql
Ajl

ql
Bql

=
Cvk

A
jk+1
vk Mvk,γk,vk−1 · · ·Mvl+1,γl+1,vl

Ajl
ql
Bvl

where qj = δ(s1, γ1 · · · γj) and vj = δ(s2, γ1 · · · γj), j = 0, 1, . . . , k.
(ii) For each q ∈ Q it holds that OH,q :=

⋂
w∈Γ∗ Oq,w = {0} ⊆ Xq where ∀w = γ1 · · · γk ∈

Γ∗, γ1, . . . , γk ∈ Γ, k ≥ 0:

Oq0,w =
⋂

j1,...,jk≥0

kerCqk
Ajk+1

qk
Mqk,γk,qk−1 · · ·Mq1,γ1,q0A

j1
q0

where q0 ∈ Q, ql = δ(q0, γ1 · · · γl), 1 ≤ l ≤ k, k ≥ 0.

Notice that part (i) of the theorem above is equivalent to

υH((q1, 0), .) = υH((q2, 0), .) ⇐⇒ q1 = q2, ∀q1, q2 ∈ Q
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Part (ii) of the theorem says that for each q1 = q2 ∈ Q,

υH((q1, x1), .) = υH((q2, x2), .) ⇐⇒ x1 = x2, , ∀x1, x2 ∈ Xq1 = Xq2

The proof of the theorem above relies on the following observation. Due to the linear-
ity of continuous outputs in continuous inputs, if υ((q1, x1), .) = υ((q2, x2), .) for some
(q1, x1), (q2, x2) ∈ H , then υ((q1, 0), .) = υ((q2, 0), .).

Theorem 8. (H,µ) is semi-reachable if and only if (AH , µD), µD = ΠQ ◦ µ, is reachable
and dimWH =

∑
q∈Q dimXq, where

WH = Span{Ajk+1
qk

Mqk,γk,qk−1 · · ·Mql+1,γl+1,ql
Ajl

ql
Bql

u,

Ajk+1
qk

Mqk,γk,qk−1 · · ·Mq1,γ1,q0A
j1
q1
xf , | j1, . . . , jk+1 ≥ 0, u ∈ U ,

γ1, . . . , γk ∈ Γ, (qf , xf ) = µ(f), f ∈ Φ, qj = δ(q0, γ1 · · · γj)

, 1 ≤ l, j ≤ k, k ≥ 0} ⊆
⊕

q∈Q

Xq

Using the results above, we can give a procedure, which transforms any realization (H,µ)
of Φ to a semi-reachable realization (Hr, µr) such that dimHr ≤ dimH. The procedure goes
as follows. Let Ar = (Qr,Γ, O, δr, λr) be the sub automaton of AH reachable from ΠQ(Imµ)
and for each q ∈ Qr let

X r
q = WH ∩ Xq , Ar

q = Aq|X r
q

, Cr
q = Cq|X r

q
, Br

q = Bq , Mr
q1,γ,qe

= Mq1,γ,qe |X r
q

Let (Hr, µr) = (Ar,U ,Y, (X r
q , A

r
q, B

r
q , C

r
q )q∈Qr , {Mr

q1,γ,q2
| q1, q2 ∈ Qr, γ ∈ Γ, q1 = δ(q2, γ)}).

It is clear that dimHr ≤ dimH. At the end of Section 5.3 we will give a procedure for
transforming the realization (H,µ) to a reachable and observable one and we will outline a
procedure for checking observability and reachability.

Let Φ ⊆ F (PC(T,U) × (Γ × T )∗ × T,Y × O) be a set of input-output maps. Assume
that Φ has a hybrid kernel representation. Then Proposition 2 allows us to reformulate the
realization problem in terms of rationality of certain power series. Let Γ̃ = Γ ∪ {e}, e /∈
Γ. Every w ∈ Γ̃ can be written as w = eα1γ1e

α2γ2 · · · γke
αk+1 for some γ1, . . . , γk ∈ Γ,

α1, . . . , αk+1 ≥ 0. For each f ∈ Φ define the formal power series Zf , Zf,j ∈ Rp ¿ Γ̃∗ À,
j = 1, . . . ,m as follows.

Zf (eα1γ1e
α2 · · · γke

αk+1) = DαfC(0, w, .)
Zf,j(eα1γ1e

α2 · · · γke
αk+1) = Dαyf,Φ

0 (ej , w, .)

where w = γ1 · · · γk and α = (α1, . . . , αk+1). Notice that Zf,j(v) = 0 for all v ∈ Γ∗.
Notice that the complete knowledge of the functions Kf,Φ

w and Gf,Φ
w,l is not needed in order

to construct the formal power series Zf , Zf,j . In fact, one can think of Zf as an object
containing all the information on the behavior of f with the zero continuous input. The
series Zf,j contains all the information on the behavior of the pair (q, 0), where q is the
discrete part of the hybrid state inducing f in some realization of Φ (if there is any ). Let
IΦ = Φ ∪ (Φ× {1, 2, . . . ,m}). Define the set of formal power series associated with Φ by

ΨΦ = {Zj ∈ Rp ¿ Γ̃∗ À| j ∈ IΦ}

Define the Hankel-matrix HΦ of Φ as HΦ = HΨΦ . Notice that if Φ is finite, then ΨΦ has
finitely many elements.
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Consider the linear hybrid system

H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)})

Assume that (H,µ) is a realization of Φ. Assume that Q = {q1, . . . , qN}. Fix a basis
{eq,j | q ∈ Q, j = 1, . . . ,m} in RNm. Define the representation associated with (H,µ) by

RH,µ = (X , {Mz}z∈eΓ, B̃, C̃)

where

• X = (
⊕

q∈Q Xq)⊕ RNm,

• C̃ : X → Rp, C̃x = Cqx if x ∈ Xq and C̃eq,j = 0 for each q ∈ Q,j = 1, . . . ,m,

• B̃ = {B̃j ∈ X | j ∈ IΦ} is defined by B̃f = xf ∈ Xqf
and B̃f,l = eqf ,l, f ∈ Φ,

µ(f) = (qf , xf ) and l = 1, 2, . . . ,m,

• Me : X → X , such that ∀x ∈ Xq : Mex = Aqx, Meeq,j = Bqej ∈ Xq, ej is the jth unit
vector in U ,

• Mγ : X → X , γ ∈ Γ such that ∀x ∈ Xq : Mγx = Mδ(q,γ),γ,qx and Mγeq,j =
eδ(q,γ),j , ∀q ∈ Q, j ∈ {1, . . . ,m}.

Let Ō = Rp ¿ Γ̃ À ×· · · × Rp ¿ Γ̃ À︸ ︷︷ ︸
m−times

. For each f ∈ F (PC(T,U)× (Γ×T )∗×T,Y×O)

such that f belongs to a set which admits a hybrid kernel representation, define Sf,w ∈ Ō,
w ∈ Γ∗ by

Sf,w = (w ◦ Zf,1 . . . , w ◦ Zf,m)

Define the maps

κf : Γ∗ 3 w 7→ Sf,w ∈ Ō and ψf : Γ∗ 3 w 7→ (fD(w), κf (w)) ∈ O × Ō

In fact, for each f ∈ Φ there is one-to-one correspondence between yf,Φ
0 and κf . Define the

set of maps
DΦ = {ψf : Γ∗ → O × Ō | f ∈ Φ}

Let (H,µ) be a linear hybrid system realization and assume that AH = (Q,Γ, O, δ, λ).
Define

ĀH = (Q,Γ, O × Ō, δ, λ̄)

where λ̄(q) = (λ(q), Syq,ε) and yq = υH((q, 0), ., ., ). If µ : Φ → H, then let µD : f 7→
ΠQ(µ(f)) ∈ Q. Proposition 1 implies the following.

Theorem 9. (H,µ) is a realization of Φ ⊆ F (PC(T,U)× (Γ× T )∗ × T,Y ×O) if and only
if R(H,µ) is a representation of ΨΦ and (ĀH , µD) is a realization of DΦ.

Proof. Notice that

CM jk+1
e Mγk

M jk
e · · ·Mγ1M

j1
e x = Cqk

Ajk+1
qk

Mqk,γk,qk−1A
jk
qk−1

· · ·Mq1,γ1,q0A
j1
q0
x

for all x ∈ Xq0 , q0 ∈ Q and Bf ∈ XµD(f) and MeMwBf,j = Bδ(µD(f),w)ej , w ∈ Γ∗ by
construction. From Proposition 2 we get that (H,µ) is a realization of Φ ⇐⇒ RH is a
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representation of ΨΦ and (AH , µD) is a realization of ΦD = {fD ∈ F (Γ∗, O) | f ∈ Φ}. But
if (ĀH , µD) is a realization of DΦ, then (AH , µD) is a realization of ΦD.

Conversely, if (H,µ) is a realization of Φ, then yf
0 = ΠY ◦ υ((µD(f), 0), .) and

ΠY ◦ υH((µD(f), 0), u, (wv, τ1τ2), t) = ΠY ◦ υH((δ(µD(f), w), 0), u
′
, (v, τ2), t)

where τ1 = (t1, . . . , t|w|), T =
∑|w|

1 ti, u
′
(s) = u(s+ T ), u(s) = 0, 0 ≤ s ≤ T . Thus,

S(yµD(f),w) = Sf,w = S(yδ(µD(f),w)),ε

for all w ∈ Γ∗, which implies that (ĀH , µD) is a realization of ΦD.

In fact, if RH,µ is a representation of ΨΦ, then (AH , µD) is a realization of {fD | f ∈ Φ}
⇐⇒ (ĀH , µD) is a realization of DΦ. Above we associated a representation and a finite
Moore-automaton to each linear hybrid system realization. Conversely, to each representa-
tion of ΨΦ and finite Moore-automaton realization of DΦ satisfying certain conditions we can
associate a realization of Φ. Let R = (X , {Mz}z∈eΓ, B̃, C̃) be an observable representation of
ΨΦ and let (Ā, ζ), Ā = (Q,Γ, O×Ō, δ, λ̄) be a realization of DΦ, which is reachable from Imζ.
Then define (HR,Ā,ζ , µR,Ā,ζ) – the linear hybrid realization associated with R and (Ā, ζ) as
HR,Ā,ζ = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2

| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)}) where

• A = (Q,Γ, O, δ,ΠO ◦ λ̄) ,

• Xq = Span{z | z ∈Wq} ∀q ∈ Q,

Wq = {M jk+1
e Mγk

M jk
e · · ·Mγl

M jl
e MeMγl−1 · · ·Mγ2Mγ1B̃f,j |

γ1, . . . , γk ∈ Γ, f ∈ Φ, k ≥ 0, q = δ(ζ(f), γ1 · · · γk),
1 ≤ l ≤ k, jk+1, . . . , jl ≥ 0}
∪{M jk+1

e Mγk
M

jk−1
e · · ·Mγ1M

j1
e B̃f |

γk, . . . , γk ∈ Γ, jk+1, . . . , j1 ≥ 0, k ≥ 0,
q = δ(ζ(f), γ1 · · · γk)}

• Aq = Me|Xq , Cq = C̃|Xq and Bqej = MeMwB̃f,j ∈ Xq such that δ(ζ(f), w) = q,

• Mq1,γ,q2x = Mγx, x ∈ Xq2 , γ ∈ Γ, q1, q2 ∈ Q, q1 = δ(q2, γ)

• µR,Ā,ζ(f) = (ζ(f), B̃f ).

Notice that Bq is indeed well-defined for each q ∈ Q. If q = δ(ζ(f), w) = δ(ζ(g), v),
then ψg(v) = ψf (w), since Ā is a realization of DΦ. But then ψg(v) = (gD(v), Sg,v) =
(fD(w), Sf,w) = ψf (w), i.e, v ◦Zg,j = w◦Zf,j . Since R is a representation of ΨΦ we get that
v ◦ Zg,j(es) = Zg,j(ves) = Zf,j(wes) = C̃MsMeMwB̃f,j = C̃MsMeMvB̃g,j for each s ∈ Γ̃∗.
Observability of R implies that MeMwB̃f,j = MeMvB̃g,j ,

It is easy to see that (HR,Ā,ζ , µR, eA,ζ) is semi-reachable.

Theorem 10. If R is an observable representation of ΨΦ and (Ā, ζ) is a reachable realization
of DΦ, then HR,Ā,ζ is a realization of Φ.

Proof. Notice that

C̃M jk+1
e Mγk

M jk
e · · ·Mγ1M

j1
e x = Cqk

Ajk+1
qk

Mqk,γk,qk−1A
jk
qk−1

· · ·Mq1,γ1,q0A
j1
q0
x
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for all x ∈ Xq0 , q0 ∈ Q. Moreover, B̃f ∈ Xζ(f) and for each w ∈ Γ∗,

MeMwB̃f,j = Bδ(ζ(f),w)ej

Since (Ā, ζ) is a realization of DΦ, we get that (A, ζ) is a realization of {fD | f ∈ Φ}. From
Proposition 2 it follows that (HR,Ā,ζ , µR,Ā,ζ) is a realization of Φ.

Notice that DΦ has a realization by a finite Moore-automaton if and only if both the
indexed set ΦD = {fD | f ∈ Φ} and the indexed set {κf | f ∈ Φ} have a realization
by a finite Moore-automaton. By Theorem 1 this is equivalent to card(WΦD

) < +∞ and
KΦ = {w ◦ κf | w ∈ Γ∗, f ∈ Φ} being a finite set, i.e. card(KΦ) < +∞. Notice that
w ◦κf (v) = Sf,wv = (wv ◦Zf,1 . . . , wv ◦Zf,m). That is, KΦ is finite if and only if {w ◦Zf,j |
w ∈ Γ∗, f ∈ Φ, j = 1, . . . ,m} is finite. Consider the following set

HΦ,O = {((HΦ)(u,i),(v,f,j))(u,i)∈eΓ∗×{1,...,p} | f ∈ Φ, j = 1, . . . ,m, v ∈ Γ∗}

It is easy to see that HΦ,O is the set of columns of HΦ indexed by (f, j, v), f ∈ Φ, j =
1, . . . ,m, v ∈ Γ∗. Notice that there is one-to-one correspondence between the columns of HΦ

indexed by (f, j, v) and the power series v◦Zf,j . Thus, card(KΦ) < +∞ ⇐⇒ card(HΦ,0) <
+∞.

From the discussion above, using the results on theory of formal power series and au-
tomata theory, we can derive the following.

Theorem 11 (Realization of input/output map). Let Φ ⊆ F (PC(T,U)× (Γ× T )∗ ×
T,Y ×O). The following are equivalent.

(i) Φ has a realization by a linear hybrid system,

(ii) Φ has a hybrid kernel representation, ΨΦ is rational and DΦ has a realization by finite
Moore-automaton,

(iii) Φ has a hybrid kernel representation, rank HΦ < +∞, card(WΦD ) < +∞ and card(HΦ,O) <
+∞.

Proof. (i) =⇒ (ii) follows from Proposition 2 and Theorem 9. (ii) =⇒ (i) follows from The-
orem 10 together with the following facts. If DΦ has a realization by finite Moore-automaton,
then it has a reachable finite Moore-automaton realization. If ΨΦ has a representation, it
has an observable representation. These facts follow from Theorem 5, Theorem 2. Finally,
(ii) ⇐⇒ (iii) by Theorem 4, Theorem 1 and the discussion before the current theorem

Notice that if (H,µ) = (HR,Ā,ζ , µR,Ā,ζ), then ĀH = Ā but RH,µ = R need not hold.
However, in this case there exists a representation morphism iR : RH,µ → R, such that
iR(x) = x, ∀x ∈ Xq, q ∈ Q. Consider two linear hybrid systems

H1 = (A1,U ,Y, (X 1
q , A

1
q, B

1
q , C

1
q )q∈Q1 , {M1

q1,γ,q2
| q1, q2 ∈ Q1, γ ∈ Γ, q1 = δ(q2, γ)})

H2 = (A2,U ,Y, (X 2
q , A

2
q, B

2
q , C

2
q )q∈Q2 , {M2

q1,γ,q2
| q1, q2 ∈ Q2, γ ∈ Γ, q1 = δ(q2, γ)})

If T = (TD, TC) : (H1, µ1) → (H2, µ2) is an O-morphism, then we can define a representation
morphism

T̃ : RH1,µ1 → RH2,µ2

such that T̃ x = TCx, x ∈ X 1
q , q ∈ Q1 and T̃ eq,j = eTD(q),j , q ∈ Q1, j = 1, . . . ,m. Notice that

the map TD is an automaton morphism

TD : (ĀH1 , (µ1)D) → (ĀH2 , (µ2)D)
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where (µi)D = ΠQi ◦ µi, i = 1, 2,
Assume that (H,µ) is a semi-reachable realization, R is observable and (Ā, ζ) is reach-

able. If T : RH,µ → R is a representation morphism and φ : (ĀH , µD) → (Ā, ζ) is an
automaton morphism, then there exists a surjective O-morphism H(T ) = (φ, TC) : (H,µ) →
(HR,Ā,ζ , µR,Ā,ζ) such that TCx = Tx for all x ∈ Xq, q ∈ Q.

It is easy to see that (H,µ) is semi-reachable ⇐⇒ RH,µ is reachable and (ĀH , µD) is
reachable. (H,µ) is observable ⇐⇒ ĀH is observable and RH,µ is Xq observable for all
q ∈ Q.

If R = (X , {Mz}z∈eΓ, B̃, C̃) is an observable representation of ΨΦ and (Ā, ζ) is a minimal
realization of DΦ, then (H,µ) = (HR,Ā,ζ , µR,Ā,ζ) is an observable and semi-reachable real-
ization of Φ. Indeed, (H,µ) is semi-reachable and (ĀH , µD) = (Ā, ζ) is observable. Consider
the representation

RH,µ = (
⊕

q∈Q

Xq ⊕ RNm, {M ′
z}z∈eΓ, B̃

′
, C̃

′
)

Then there exists iR : RH,µ → R such that for each x ∈ Xq, q ∈ Q: iR(x) = x and thus

C̃
′
M

′
wx = C̃MwiR(x) = C̃Mwx

If x ∈ ORH,µ
, then x ∈ OR = {0}, so we get that Xq ∩ ORH,µ

= {0}, that is RH,µ is Xq

observable for each q ∈ Q.
The theory of rational power series allows us to formulate necessary and sufficient con-

ditions for a linear hybrid system to be minimal.

Theorem 12 (Minimal realization). If (H,µ) is a realization of Φ, then the following
are equivalent.

(i) (H,µ) is minimal,

(ii) (H,µ) is semi-reachable and it is observable,

(iii) For each (H
′
, µ

′
) semi-reachable realization of Φ there exists a surjective O morphims

T : (H
′
, µ

′
) → (H,µ). In particular, all minimal hybrid linear systems realizing Φ are

O-isomorphic.

Proof. It is clear that (iii) implies (i), since any linear hybrid system realization of Φ can be
converted to a semi-reachable realization of Φ with dimension not bigger than that of the
original realization, according to the remark after Theorem 8.

Let R be a minimal representation of ΨΦ and (Ā, ζ) a minimal realization of DΦ. Then
(H,µ) = (HR,Ā,ζ , µR,Ā,ζ) is an observable and semi-reachable realization of Φ.

We will show that (iii) holds for (H,µ). Indeed, if (H
′
, µ

′
) is a semi-reachable realization

of Φ, then RH′ ,µ′ is reachable and (ĀH′ , µ
′
D) is reachable. By Theorem 2 and Theorem 5

there exists surjective morphisms T : RH′ ,µ′ → R and φ : (ĀH′ , µ
′
D) → (Ā, ζ). Then by

the discussion before the theorem, there exists a surjective O-morphism (φ, TC) : (H
′
, µ

′
) →

(H,µ) such that TCx = Tx for all x ∈ Xq, q ∈ Q. Moreover, if (H
′
, µ

′
) is observable,

then (ĀH′ , µ
′
D) is observable and RH′ ,µ′ is X ′

q , q ∈ Q
′

observable, which implies that φ is
bijective and T |X ′q is injective for all q ∈ Q′

. Since TC |X ′q = T |X ′q and TCx ∈ Xq if and only
if x ∈ Xφ−1(q) we get that TC is an isomorphism. That is, each realization of Φ which is
semi-reachable and observable is isomorphic to (H,µ).

That is, we get that (H,µ) is a minimal realization of Φ, and any semi-reachable and
observable realization of Φ is isomorphic to (H, , µ). Since (H,µ) satisfies (iii), we get that
(ii) =⇒ (iii). That is, (ii) =⇒ (iii) =⇒ (i). It can be shown that (iii) =⇒ (ii).
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Notice that if R is a minimal representation of ΨΦ and (Ā, ζ) is a minimal realization
of DΦ, then HR,Ā,ζ is a minimal realization of Φ. That is, the classical constructions of the
minimal automaton realization of DΦ and the minimal representation of ΨΦ yield a minimal
realization of Φ.

5.3 Partial realization of linear hybrid systems, computational is-
sues

In this section partial realization theory for linear hybrid systems will be discussed. At
the end of the section a procedure for transforming a linear hybrid system realization to a
minimal one will be presented. Procedure for checking observability and reachability will be
formulated too. In the sequel the notation of Section 4 will be used.

Let Φ ⊆ F (PC(T,U) × (Γ × T )∗ × T,Y × O). Recall the results on partial realization
by a Moore automaton from Section 3. Recall the results on partial representation from
Section 4. Let N ∈ N and define

κf,N : Γ∗ 3 w 7→ ((w ◦ Zf,1)N , . . . , (w ◦ Zf,m)N )

Consider the map ηN : WΨΦ 3 T 7→ TN . Notice that if N ≥ rank HΨΦ , then ηN is a
bijection. Define the map ψf,N : Γ∗ 3 w 7→ (fD(w), κf,N (w)) and define

DΦ,N = {ψf,N | f ∈ Φ}
The discussion above yields the following. Define the set

ŌN = {((S1)N , . . . , (Sm)N ) | Si ∈ Rp ¿ Γ̃∗ À, i = 1, . . . ,m}
Assume that (A, ζ) is a realization of DΦ,N , where

A = (Q,Γ, O × ŌN , δ, λ)

If N ≥ rank HΦ, then (Ā, ζ) is a realization of DΦ, where Ā = (Q,Γ, O × Ō, δ, λ̄) and

λ̄(q) = (o, (η−1
N (T1), . . . , η−1

N (Tm))) ⇐⇒ λ(q) = (o, (T1, . . . , Tm))

The following theorem is an easy consequence of Theorem 3 and Theorem 6.

Theorem 13. Assume that rank HΨΦ,N,N = rank HΨΦ,N+1,N = rank HΨΦ,N,N+1 and
card(WDΦ,N ,N,N ) = card(WDΦ,N ,N+1,N ) = card(WDΦ,N ,N,N+1). Let RN be the N -partial
representation of ΨΦ from Theorem 6. Let (AN , ζN ) be the N -partial realization of DΦ,N

from Theorem 3. Consider the linear hybrid system

(HN , µN ) = (HRN ,ĀN ,ζN
, µRN ,ĀN ,ζN

)

If Φ has a realization (H,µ) such that dimH = (q, p) and mq + p < N , then (HN , µN ) is a
minimal realization of Φ.

Notice that in order to compute (HN , µN ), only the knowledge of RN ,AN and Q, δ,ΠO ◦
λ, ζN is required, where AN = (Q,Γ, O × ŌN , δ, , λ). That is, there is no need to compute
ĀN . In particular, if Φ is a finite collection of input-output functions and it is known that Φ
has a realization of dimension at most (p, q), then a minimal linear hybrid system realization
of Φ can be constructed from finite data. The results above also enable us to formulate an
algorithm for constructing a minimal linear hybrid system realization.

Let H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)}) be

a realization of Φ and assume that Φ is a finite collection of input-output maps. Based on
(H,µ), we will compute a minimal realization of Φ as follows:
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(i) Construct RH,µ and (AN , µD), where

AN = (Q,Γ, O × ŌN , δ, λ̃), λ̃(q) = (λ(q), ((Zyq,1)N , . . . , (Zyq,m)N ))

dimH = (q, p), qm+ p < N . Since (H,µ) is a realization of υ((q, 0), .), q ∈ Q, we get
that

Zyq,j(eα1γ1 · · · γke
αk+1) = Cqk

Aαk+1
qk

Mqk,γk,qk−1 · · ·Mql,γl,ql−1A
αl−1
ql−1

Bql−1ej

where qj = δ(q, γ1 · · · γj), l = min{h | αh > 0}. It is easy to see that (AN , µD) is a
realization of DΦ,N , it can be represented by finite data and can be computed from
(H,µ).

(ii) Compute a minimal representation R of ΨΦ from RH,µ. Compute a a minimal
realization (BN , ζ) of DΦ,N from (AN , µD) This can be done algorithmically, pro-
vided that the representation of (Zyq,j)N we are using allows us to decide whether
(Zyq1 ,j)N = (Zyq2 ,j)N . It follows that (B̄N , ζ) is a minimal realization of DΦ.

(iii) Compute (Hmin, µmin) = (HR,B̄N ,ζ , µR,B̄N ,ζ). Notice that this can be done without
explicitly computing B̄N . Then (Hmin, µmin) is a minimal realization of Φ.

Checking semi-reachability and observability of (H,µ) can be done as follows. (H,µ) is
semi-reachable ⇐⇒ both are (AH , µD) and RH,µ are reachable. It is easy to see that
(ĀH , µD) is observable ⇐⇒ (AN , µD) is observable. (H,µ) is observable ⇐⇒ both RH,µ

is Xq observable, q ∈ Q and (AN , µD) is observable. Reachability of RH,µ, and Xq q ∈ Q
observability of RH,µ can be checked by checking whether certain finite matrices are of full
rank. Reachability of (AH , µD) can be checked algorithmically. Observability of (AN , µD)
can be checked algorithmically if we can decide whether (Zyq1 ,j)|N = (Zyq2 ,j)|N .

6 Bilinear Hybrid Systems

This section contains the definition and elementary properties of bilinear hybrid system.

Definition 3 (Bilinear hybrid systems). A bilinear hybrid system (abbreviated as BHS
) is a tuple

H = (A,U ,Y, (Xq, Aq, {Bq,j}j=1,...,m, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) = q1})

where A = (Q,Γ, O, δ, λ) is a finite-Moore-automaton, Xq = Rnq , U = Rm, Y = Rp,
N 3 nq, p,m > 0, q ∈ Q and

Aq : Xq → Xq, Bq,j : Xq → Xq, Cq : Xq → Y,Mq1,γ,q2 : Xq2 → Xq1

are linear maps.

Let H =
⋃

q∈Q{q} ×Xq. Let X =
⊕

q∈Q Xq, AH = A. The inputs of the bilinear hybrid
system H are functions from PC(T,U) and sequences from (Γ× T )∗.

The interpretation of a sequence (γ1, t1) · · · (γk, tk) ∈ (Γ × T )∗ is the following. The
event γi took place after the event γi−1 and ti−1 is the time elapsed between the arrival of
γi−1 and the arrival of γi. That is, ti is the difference of the arrival times of γi and γi−1.
Consequently, ti ≥ 0 but we allow ti = 0, that is, we allow γi to arrive instantly after γi−1.
If i = 1, then t1 is simply the time when the event γ1 arrived. The interpretation above also
implies an ordering of discrete input events which arrive at the same time.
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The state trajectory of the system H is a map

ξH : H× PC(T,U)× (Γ× T )∗ × T → H

of the following form. For each u ∈ PC(T,U), w = (γ1, t1) · · · (γk, tk) ∈ (Γ× T )∗, tk+1 ∈ T ,
h0 = (q0, x0) ∈ H it holds that

ξH(h0, u, w, tk+1) = (δ(q0, γ1 · · · γk), xH(h0, u, w, tk+1))

where x : T 3 t 7→ xH(h0, u, w, t) is the solution of the differential equation

d

dt
x(t) = Aqk

x(t) +
m∑

j=1

uj(t+
k∑
1

tj)Bqk,jx(t)

with u(s) = (u1(s), . . . , um(s))T ∈ U , s ∈ T with the initial condition

x(0) = Mqk,γk,qk−1xH(x0, u, (γ1, t1) . . . (γk−1, tk−1), tk)

if k > 0 and x(0) = x0 if k = 0. Here qi = δ(q0, γ1 · · · γi), i = 0, . . . , k.
That is, Aqx+

∑m
j=1 ujBq,jx is the bilinear control system associated with the discrete

state q ∈ Q and Mq1,γ,q2 is the reset map associated with input event γ ∈ Γ and discrete
states q1, q2 ∈ Q. Similarly to ordinary bilinear systems, the trajectory of a hybrid bilinear
system admits a representation by an absolutely convergent series of iterated integrals.

For each u = (u1, . . . , uk) ∈ U denote

dζj [u] = uj , j = 1, 2, . . . ,m, dζ0[u] = 1

Denote the set {0, 1, . . . ,m} by Zm. For each j1 · · · jk ∈ Z∗m, j1, · · · , jk ∈ Zm, k ≥ 0, t ∈ T ,
u ∈ PC(T,U) define

Vj1···jk
[u](t) = 1 if k = 0 Vj1···jk

[u](t) =
∫ t

0

dζjk
[u(τ)]Vj1,...,jk−1 [u](τ)dτ if k > 1

For each w1, . . . , wk ∈ Z∗m, (t1, · · · , tk) ∈ T k, u ∈ PC(T,U) define

Vw1,...,wk
[u](t1, . . . , tk) = Vw1(t1)[u]Vw2(t2)[Shift1(u)] · · · · · ·Vwk

[Shiftk−1(u)](tk)

where Shifti(u) = ShiftPi
1 ti

(u), i = 1, 2, . . . , k − 1. For each q ∈ Q and w = j1 · · · jk, k ≥
0, j1, · · · jk ∈ Zm let us introduce the following notation Bq,0 := Aq, Bq,ε := IdXq , , Bq,w :=
Bq,jk

Bq,jk−1 · · ·Bq,j1 . Using induction and the well-known result on the iterated integral
series expansion of state trajectories of bilinear systems one can easily derive

xH(h0, u, s, t) =
∑

w1,...,wk+1∈Z∗m

(Bqk,wk+1Mqk,γk,qk−1Bqk−1,wk
· · ·

· · ·Mq1,γ1,q0Bq0,w1x0)Vw1,...,wk+1 [u](t1, . . . , tk+1)

where tk+1 = t, qi+1 = δ(qi, γi+1), h0 = (q0, x0) and s = (γ1, t1) · · · (γk, tk), u ∈ PC(T,U),
0 ≤ i ≤ k. Define the set

Reach(Σ,H0) = {xH(h0, u, w, t) ∈ X | u ∈ PC(T,U), w ∈ (Γ× T )∗, t ∈ T, h0 ∈ H0}

H is semi-reachable from H0 if X is the vector space of the smallest dimension containing
Reach(H,H0) and the automaton AH is reachable from ΠQ(H0).
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Define the function υH : H× PC(T,U)× (Γ× T )∗ × T → O × Y by

υH((q0, x0), u, (w, τ), t) = (λ(q0, w), CqxH((q0, x0), u, (w, τ), t))

where q = δ(q0, w). For each h ∈ H the input-output map of the system H induced by h is
the function

υH(h, .) : PC(T,U)× (Γ× T )∗ × T 3 (u, (w, τ), t) 7→ υH(h, u, (w, τ), t) ∈ Y ×O

Two states h1 6= h2 ∈ H of the bilinear hybrid system H are indistinguishable if

υH(h1, .) = υH(h2, .)

H is called observable if it has no pair of distinct indistinguishable states.
A set of input-output maps Φ ⊆ F (PC(T,U)× (Γ×T )∗×T,Y ×O) is said to be realized

by a bilinear hybrid system H if there exists a map µ : Φ → H such that

∀f ∈ Φ : υH(µ(f), ., .) = f

Both H and (H,µ) are called a realization of Φ. Thus, H realizes Φ if and only if for each
f ∈ Φ there exists a state h ∈ H such that υH(h, .) = f . We say that the realization (H,µ) is
observable if H is observable and we say that (H,µ) is semi-reachable if H is semi-reachable
from Imµ. For a bilinear hybrid system H from Definition 3 the dimension of H is defined
as

dimH = (card(Q),
∑

q∈Q

dimXq) ∈ N× N

The first component of dimH is the cardinality of the discrete state-space, the second
component is the sum of dimensions of the continuous state-spaces. For each (m,n), (p, q) ∈
N × N we will write (m,n) ≤ (p, q), if m ≤ p and n ≤ q. A realization H of Φ is called a
minimal realization of Φ, if for any realization H

′
of Φ: dimH ≤ dimH

′
.

Consider two hybrid bilinear system realizations (H,µ) and (H
′
, µ

′
), where

H = (A,U ,Y, (Xq, Aq, {Bq,j}j=1,...,m, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) = q1})

H
′

= (A′
,U ,Y, (X ′

q , A
′
q, {B

′
q,j}j=1,...,m, C

′
q)q∈Q′ , {M

′
q1,γ,q2

| q1, q2 ∈ Q
′
, γ ∈ Γ, δ

′
(q2, γ) = q1})

A = (Q,Γ, O, δ, λ) and A′
= (Q

′
,Γ, O, δ

′
, λ

′
). A pair T = (TD, TC) is called an O-morphism

from (H,µ) to (H
′
, µ

′
), denoted by T : (H,µ) → (H

′
, µ

′
) if the the following holds.

TD : (A, µD) → (A′
, µ

′
D)

where µD(f) = ΠQ(µD(f)), µ
′
D(f) = ΠQ′ (µ

′
D(f)), is an automaton morphism and

TC :
⊕

q∈Q

Xq →
⊕

q∈Q′
X ′

q

is a linear morphism, such that

(a) ∀q ∈ Q : TC(Xq) ⊆ X ′
TD(q),

(b) TCAq = A
′
TD(q)TC , TCBq,j = B

′
TD(q)TC , Cq = C

′
TD(q)TC , for all q ∈ Q, j = 1, . . . ,m,

(c) TCMq1,γ,q2 = M
′
TD(q1),γ,TD(q2)

TC , ∀q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) = q1,
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(d) TC(ΠXq (µ(f))) = ΠX ′
TD(q)

(µ
′
(f)) for each q = µD(f), f ∈ Φ.

The O-morphism T is said to be injective, surjective, or bijective if both TD and TC

are respectively injective, surjective, or bijective. Bijective O-morphisms are called O-
isomorphisms. Two bilinear hybrid system realizations are isomorphic if there exists an
O-isomorphism between them.

6.1 Input-output maps of bilinear hybrid systems

Let Γ̃ = Γ ∪ Zm. Then any w ∈ Γ̃ is of the form w = w1γ1 · · ·wkγkwk+1, γ1, . . . , γk ∈ Γ,
w1, . . . , wk+1 ∈ Z∗m, k ≥ 0. A map c : Γ̃∗ → Y is called a generating convergent series on Γ̃∗

if there exists K,M > 0, K,M ∈ R such that for each w ∈ Γ̃∗,

||c(w)|| < KM |w|

where ||.|| is some norm in Y = Rp. The notion of generating convergent series is related to
the notion of convergent power series from [7]. Let c : Γ̃∗ → Y be a generating convergent
series. For each u ∈ PC(T,U) and s = (γ1, t1) · · · (γk, tk) ∈ (Γ × T )∗, tk+1 ∈ T define the
series

Fc(u, s, tk+1) =
∑

w1,...,wk+1∈Z∗m

c(w1γ1 · · · γkwk+1)Vw1,...,wk+1 [u](t1, . . . , tk+1)

It can be shown that the series above are absolutely convergent. In fact we can define a
function Fc ∈ F (PC(T,U) × (Γ × T )∗,Y) by Fc : (u,w, t) 7→ Fc(u,w, t). It can be shown
that Fc is uniquely determined by c. That is, if d, c : Γ̃∗ → Y are two convergent generating
series, then Fc = Fd ⇐⇒ c = d.

Now we are ready to define the concept of hybrid Fliess-series representation of a set
of input/output maps, which is related to the concept of Fliess-series expansion in [7]. For
any map f ∈ F (PC(T,U) × (Γ × T )∗ × T,Y × O), define fC = ΠY ◦ f , fD = ΠO ◦ f . Let
Φ ⊆ F (PC(T,U)× (Γ× T )∗ × T,Y ×O).

Definition 4 (Hybrid Fliess-series expansion). Φ is said to admit a hybrid Fliess-series
expansion if

(1) For each f ∈ Φ there exists a generating convergent series cf : Γ̃∗ → Y such that
Fcf

= fC

(2) For each f ∈ Φ the map fD depends only on Γ∗, that is, for each w ∈ Γ∗,

∀u1, u2 ∈ PC(T,U), τ1, τ2 ∈ T |w|, t1, t2 ∈ T :
fD(u1, (w, τ1), t1) = fD(u2, (w, τ2), t2)

We will regard fD as a function fD : Γ∗ → O.

The notion of hybrid Fliess-series representation is an extension of the notion of Fliess-
series for input-output maps of non-linear systems, see [7]. The following proposition gives
a description of the hybrid Fliess-series expansion of Φ in the case when Φ is realized by a
bilinear hybrid system.

21



Proposition 2. (H,µ) is a bilinear hybrid system realization of Φ if and only if Φ has a
hybrid Fliess-series expansion such that for each f ∈ Φ, w1γ1 · · · γkwk+1 ∈ Γ̃∗, γ1, . . . , γk ∈
Γ, w1, . . . , wk+1 ∈ Z∗m, k ≥ 0

cf (w1γ1 · · · γkwk+1) = Cqk
Bqk,wk+1Mqk,γk,qk−1Bqk−1,wk

· · ·Mq1,γ1,q0Bq0,w1µC(f)
fD(γ1 · · · γk) = λ(q0, γ1 · · · γk)

where µ(f) = (q0, µC(f)) and qi = δ(q0, γ1 · · · γi), i = 0, . . . , k.

6.2 Realization of input-output maps by bilinear hybrid systems

In this section the solution to the realization problem will be presented. In addition, charac-
terization of minimal systems realizing the specified set of input-output maps will be given.
The following two theorems characterize observability and semi-reachability of bilinear hy-
brid systems. Using the notation of Definition 3, the following holds.

Theorem 14. The bilinear hybrid system H is observable if and only if

(i) AH = A is observable, and

(ii) For each q ∈ Q,

OH,q =
⋂

γ1,...,γk∈Γ,k≥0

⋂

w1,...,wk+1∈Z∗m

kerCqk
Bqk,wk+1Mqk,γk,qk−1 · · ·Mq1,γ1,q0Bq0,w1 = {0}

where ql = δ(q, γ1 · · · γl), 0 ≤ l ≤ k, k ≥ 0, q = q0.

Notice that part (i) of the theorem above is equivalent to

υH((q1, 0), .) = υH(q2, 0), .) ⇐⇒ q1 = q1, ∀q1, q2 ∈ Q
Part (ii) of the theorem says that for each q ∈ Q:

υH((q, x1), .) = υH((q, x2), .) ⇐⇒ x1 = x2, , ∀x1, x2 ∈ Xq

The proof relies on the observation that υH((q, 0), .) = (λ(q, .), 0), and thus υH((q1, 0), .) =
υH((q2, 0), .) ⇐⇒ λ(q1, .) = λ(q2, .).

Theorem 15. (H,µ) is semi-reachable if and only if (AH , µD), µD = ΠQ ◦ µ, is reachable
and dimWH =

∑
q∈Q dimXq, where

WH = Span{Bqk,wk+1Mqk,γk,qk−1 · · ·Mq1,γ1,q0Bq0,w1xf , | (qf , xf ) = µ(f),
f ∈ Φ, w1, . . . , wk+1 ∈ Z∗m, qj = δ(q0, γ1 · · · γj), 1 ≤ j ≤ k, k ≥ 0}

Using the results above, we can give a procedure, which transforms any realization (H,µ)
of Φ to an observable and semi-reachable realization (H

′
, µ

′
) of Φ such that dimH

′ ≤ dimH.
Let Φ ⊆ F (PC(T,U) × (Γ × T )∗ × T,Y × O) be a set of input-output maps. Assume

that Φ has a hybrid Fliess-series expansion. Then Proposition 2 allows us to reformulate the
realization problem in terms of rationality of certain power series. Define the set of formal
power series associated with Φ by

ΨΦ = {cf ∈ Rp ¿ Γ̃∗ À| f ∈ Φ}
Define the Hankel-matrix HΦ of Φ as HΦ = HΨΦ . Notice that if Φ is finite, then ΨΦ is a
finite set.

LetH = (A,U ,Y, (Xq, Aq, {Bq,j}j=1,...,m, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) =

q1}) be a HBS, A = (Q,Γ, O, δ, λ) and assume that (H,µ) is a realization of Φ. Define the
representation associated with (H,µ) by RH,µ = (X , {Mz}z∈eΓ, Ĩ, C̃) where
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• X =
⊕

q∈Q Xq,

• C̃ : X → Rp, such that ∀x ∈ Xq : C̃x = Cqx,

• Ĩ = {µC(f) | f ∈ Φ} where µ(f) = (µD(f), µC(f)),

• M0 : X → X , such that ∀x ∈ Xq : M0x = Aqx and Mj : X → X , such that
∀x ∈ Xq : Mjx = Bq,jx, j = 1, . . . ,m,

• Mγ : X → X , γ ∈ Γ such that ∀x ∈ Xq : Mγx = Mδ(q,γ),γ,qx

Define the indexed set of maps DΦ = {fD : Γ∗ → O | f ∈ Φ}.
Theorem 16. (H,µ) is a realization of Φ ⇐⇒ R(H,µ) is a representation of ΨΦ and
(AH , µD) is a realization of DΦ.

Let R = (X , {Mz}z∈eΓ, Ĩ, C̃) be a representation of ΨΦ and let (A, ζ), A = (Q,Γ, O, δ, λ)
be a realization of DΦ, which is reachable from Imζ. Then define (HR,A,ζ , µR,A,ζ) – the
bilinear hybrid realization associated with R and (A, ζ) as

HR,A,ζ = (A,U ,Y, (Xq, Aq, {Bq,j}j=1,...,m, Cq)q∈Q, {Mq1,γ,q2 | q1, q2 ∈ Q, γ ∈ Γ, δ(q2, γ) = q1})

where

• A = (Q,Γ, O, δ, λ) ,

• ∀q ∈ Q : Xq = Span{Mwk+1Mγk
Mwk

· · ·Mγ1Mw1 Ĩf | γ1, . . . , γk ∈ Γ, f ∈ Φ, k ≥ 0, q =
δ(ζ(f), γ1 · · · γk), w1, . . . , wk+1 ∈ Z∗m},

• Aqx = M0x,Cqx = C̃x and Bq,jx = Mjx, ∀x ∈ Xq,

• Mq1,γ,q2x = Mγx, ∀x ∈ Xq2 , γ ∈ Γ, q1, q2 ∈ Q if q1 = δ(q2, γ),

• µR,A,ζ(f) = (ζ(f), Ĩf ).

It is easy to see that (HR,A,ζ , µR,A,ζ) is semi-reachable. Note that Xq
∼= Rnq , nq = dimXq,

q ∈ Q.

Theorem 17. If R is a representation of ΨΦ and (A, ζ) is a reachable realization of DΦ,
then HR,A,ζ is a realization of Φ.

From the discussion above, using the results on theory of formal power series and au-
tomata theory, we can derive the following.

Theorem 18 (Realization of input/output map). Let Φ ⊆ F (PC(T,U)× (Γ× T )∗ ×
T,Y ×O) be a set of input-output maps. The following are equivalent.

(i) Φ has a realization by a bilinear hybrid system,

(ii) Φ has a hybrid Fliess-series expansion, ΨΦ is rational and DΦ has a realization by
finite Moore-automaton,

(iii) rank HΦ < +∞ and DΦ has a realization by a finite Moore-automaton, i.e. card(WDΦ) <
+∞.
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Notice that if (H,µ) = (HR,A,ζ , µR,A,ζ), then AH = A but RH,µ = R need not hold.
However, in this case there exists a representation morphism iR : RH,µ → R, such that
iR(x) = x ∀x ∈ Xq, q ∈ Q. If T = (TD, TC) : (H1, µ1) → (H2, µ2) is an O-morphism, then
TC : RH1,µ1 → RH2,µ2 is a representation morphism and TD : (AH1 , (µ1)D) → (AH2 , (µ2)D)
is an automaton morphism, where (µi)D = ΠQi

◦µi and Qi is the state space of AHi
, i = 1, 2

. Assume that (H,µ) is a semi-reachable realization, R is a representation of Φ, and (A, ζ)
is reachable. If T : RH,µ → R is a representation morphism and φ : (AH , µD) → (A, ζ)
is a surjective automaton morphism, then there exists a surjective O-morphism H(T ) =
(φ, TC) : (H,µ) → (HR,A,ζ , µR,A,ζ) such that TCx = Tx for all x ∈ Xq.

For any realization (H,µ) the following holds. (H,µ) is semi-reachable if and only if RH,µ

is reachable and (AH , µD) is reachable. (H,µ) is observable if and only if AH is observable
and RH,µ is Xq observable for all q ∈ Q. The theory of rational power series allows us to
formulate necessary and sufficient conditions for a bilinear hybrid system to be minimal.

Theorem 19 (Minimal realization). If (H,µ) is a realization of Φ, then the following
are equivalent.

(i) (H,µ) is minimal,

(ii) (H,µ) is semi-reachable and it is observable,

(iii) For each (H
′
, µ

′
) semi-reachable realization of Φ there exists a surjective O morphism

T : (H
′
, µ

′
) → (H,µ). In particular, all minimal hybrid bilinear systems realizing Φ

are O-isomorphic.

Notice that if R is a minimal representation of ΨΦ and (A, ζ) is a minimal realization
of DΦ, then HR,A,ζ is a minimal realization of Φ. That is, a minimal realization of Φ can
be constructed on the column space of HΦ. We can also formulate a partial realization
theorem for bilinear hybrid systems.

Theorem 20. Assume that rank HΨΦ,N,N = rank HΨΦ,N+1,N = rank HΨΦ,N,N+1 and
cardWDΦ,N,N = cardWDΦ,N+1,N = cardWDΦ,N,N+1. Let

(HN , µN ) = (HRN ,AN ,ζN , µRN ,AN ,ζN )

Assume Φ has a realization (H,µ) such that (N,N) ≥ dimH. Then (HN , µN ) is a minimal
realization of Φ.

In particular, if Φ is a finite collection of input-output functions and it is known that
Φ has a realization of dimension at most (N,N), then a minimal bilinear hybrid system
realization of Φ can be computed from finite data.

6.3 Linear hybrid systems versus bilinear hybrid systems

Recall the definition of linear hybrid systems. In this section it will be shown that the
input-output behavior of linear hybrid systems can be realized by bilinear hybrid systems.
Moreover, we will give a characterization of those input/output maps which can be realized
both by a bilinear hybrid system and a linear hybrid system.

Let H = (A,U ,Y, (Xq, Aq, Bq, Cq)q∈Q , {Mq1,γ,q2
| q1, q2 ∈ Q, γ ∈ Γ, q1 = δ(q2, γ)}) be a

linear hybrid system. Define the bilinear hybrid system

Hb = (A,U ,Y, (X̃q, Ãq, {B̃q,j}j=1,...,m, C̃q)q∈Q, {M̃q1,γ,q2 | q1, q2 ∈ Q, γ ∈ Γ})
as follows.
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• X̃q = Xq ⊕ Z, Z ∼= R. Let 0 6= e ∈ Z,Z = {se | s ∈ R}.
• Ãqx = Aqx, x ∈ Xq, Ãqe = 0

• B̃q,jx = 0, x ∈ Xq, B̃q,je = Bqej , where ej is the jth unit vector of U ,

• C̃qx = Cqx, x ∈ Xq, C̃qe = 0,

• M̃q1,γ,q2x = Mq1,γ,q2x, x ∈ Xq2 and M̃q1,γ,q2e = e.

Then for every (q, x) ∈ {q} × Xq it holds that

υH((q, x), .) = υHb
((q, x+ e), .)

Indeed, for each x̃ = x+ e, x ∈ Xq :

Ãqx̃+
m∑

j=1

ujB̃q,j x̃ = Aqx+Bqu ∈ Xq

and M̃q1,γ,qx̃ = Mq1,γ,qx+ e, thus

xHb
((q, x̃), u, (w, τ), t) = xH((q, x), u, (w, τ), t) + e

Thus, every linear hybrid system can be viewed as a bilinear hybrid system of a special
type. Moreover, if (H,µ) is a linear hybrid system realization of Φ, then (Hb, µb), where
µb(f) = (q, x + e) ⇐⇒ µ(f) = (q, x), is a bilinear hybrid system realization of Φ. It is
also easy to see that if Φ has hybrid kernel representation,then it has a hybrid Fliess-series
expansion, defined as follows. For each f ∈ Φ, γ1, . . . , γk ∈ Γ, k ≥ 0 let

cf (w1γ1 · · · γkwk+1) = DαKf,Φ
γ1···γk+1

if wi ∈ {0}∗, i = 1, . . . , k + 1, α = (|w1|, . . . , |wk+1|), and

cf (γ1 . . . γljwl+1γl+1 · · · γkwk+1) = DβGf,Φ
γ1···γk,k+1−lej

where 0 ≤ l ≤ k, j ∈ {1, . . . ,m}, wi ∈ {0}∗, i = l + 1, . . . , k + 1, β = (|wl+1|, . . . , |wk+1|) and
let cf (s) = 0 for all other s ∈ Γ̃∗.

Theorem 21. If Φ has a realization by a linear hybrid system, then it has a realization by
a bilinear hybrid system. Moreover, if Φ has a hybrid kernel representation, then Φ has a
hybrid Fliess-series expansion.

Theorem 22. Assume that Φ has a hybrid Fliess-series expansion. Then Φ has a realization
by a linear hybrid system if and only if

(i) Φ has a realization by a bilinear system,

(ii) For each f ∈ Φ, s = w1γ1 · · · γkwk+1 ∈ Γ̃∗ if cf (s) 6= 0, then either wl+1 = jv, v, wi ∈
{0}∗, i = l + 2, . . . , k + 1, w1 = · · · = wl = ε or w1, . . . , wk+1 ∈ {0}∗,

(iv) The set {w ◦ κf | f ∈ Φ, w ∈ Γ∗} is finite, where κf : Γ∗ 3 v 7→ (v1 ◦ cf , . . . , vm ◦ cf ).

If (H,µ) is a minimal linear hybrid system realization of Φ, (H̃, µ̃) is a minimal bilinear
hybrid system realization of Φ, and dimH = (q, p), then dim H̃ ≤ (q, p + q). Notice that
the conditions of realizability by a bilinear hybrid system are much easier to check than the
conditions for existence of a linear hybrid system realization. It is also easier to construct
the minimal bilinear hybrid system realization.
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7 Conclusions

Solution to the realization problem for linear and bilinear hybrid systems has been presented.
The realization problem considered was to find a realization of a family of input-output maps.
The paper combines the theory of formal power series with the classical automata theory to
derive the results. The paper also discusses partial realization theory for linear and bilinear
hybrid systems. Topics of further research include realization theory for piecewise-affine
systems on polytopes, and general non-linear hybrid systems without guards.
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